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EV-RAG Lithium Energy Storage System 

RACK MOUNT POWER STORAGE EN OLTAGE
®

 

PRODUCT OVERVIEW 
 
Expandable battery storage system features long life LiFePO4 
batteries with high performance battery management system (BMS) 
and is suitable for a wide range of applications.  High cycle life and 
quick recharge rate.  Optional rack mounting system. 
 
 
FEATURES  
 

• Easy control interface 

• CAN/RS485/232 communications 
• Supports up to 16pcs in parallel 

• 48/51.2V available 
• Long lifespan 

 
 
BMS PROTECTION 
 

• Over current protection 

• Over voltage protection 
• Short circuit protection 

• Low voltage protection 
• High temperature protection 

 
 
APPLICATIONS  
 

• Emergency power supply 

• Home backup storage 
• Telecommunications backup power 
• Data storage/UPS backup power 

• Off-grid power 
• Solar power storage 

 
Product Description 
 

PART# DESCRIPTION VOLTAGE CAPACITY OUTPUT WEIGHT 

EV-RAG2.5K 50Ah 51.2V LiFePO4 Battery 51.2V 2.56KWh 50 Ah 30 KGS 

EV-RAG5K 100Ah 51.2V LiFePO4 Battery 51.2V 5.12KWh 100 Ah 46 KGS 

EV-RAG7.6K 150Ah 51.2V LiFePO4 Battery 51.2V 7.68KWh 150 Ah 76 KGS 

EV-RAG10K 200Ah 51.2V LiFePO4 Battery 51.2V 10.24KWh 200 Ah 92 KGS 

EV-RAG12K 240Ah 51.2V LiFePO4 Battery 51.2V 12.288KWh 240 Ah 102 KGS 
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Specifications 
 

MODEL#  EV-RAG2.5K EV-RAG5K EV-RAG7.6K EV-RAG10K EV-RAG12K 

Nominal Voltage 51.2V 

Rated Capacity 50Ah 100Ah 150Ah 200Ah 240Ah 

Energy 2560Wh 5120Wh 7680Wh 10240Wh 12288Wh 

Internal Resistance <50mΩ 

Monthly Self Discharge <3% 

Charging Cutoff Voltage 58.4V 

Max Charging Current 50A 100A 

Standard Charging Current 10A 20A 

Discharge Cutoff Voltage 40V 

Max Discharging Current 50A 100A 

Continuous Discharging Current 10A 20A 

Communication Protocol RS485 / 232 / CAN 

Dimensions (LxWxH mm) 490*482*177mm 626*482*270mm 

Net Weight (kgs) 30 46 76 92 102 

Cell Type LiFePO4 3.2V 

IP Class IP21 

Case Material Metal case 

Operating Temperature 
Charging: 00C~600C 

Discharging: -100C~600C 
Storage: 00C~400C 

Cycles >3000 cycles 
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