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EV-VC Series 1.725MWH-3.44MWH 

LIQUID COOLED UTILITY SCALE ESS EN OLTAGE
®

 

PRODUCT OVERVIEW 
 
The EV-VC Container Series is a turnkey commercial energy storage 
solution.   

• Fully integrated with 3.44MWh battery system.  
• Liquid cooling to support up to 1C operation.   

• Flexible configuration up to 3.4MWh per block.   
• NFPA 69 compliant with multiple safety designs.   

• Easy installation and commissioning enable fast 
deployment. 

 
 
FEATURES  
 

• Dry pipe. 
• Intrusion detection system. 

• System controller. 
• Rack level lockable switch. 
• Short circuit protection. 

• Fire suppression system. 
 

 
APPLICATIONS 
 

• Emergency power supply. 
• Commercial backup storage. 

• Utility backup storage. 
• Data storage/UPS backup storage. 

• Off-grid power storage. 
• Solar power storage. 

 

 
Product Description 
 

PART# DESCRIPTION MAX POWER CAPACITY COMPATIBLE INVERTERS 

EV-VC1725K 1725kW Liquid Cooled ESS 1725Kw 3440.64kWh PE: FP2865k / SMA: SCS263OUP-XT 

EV-VC3440K 3440kW Liquid Cooled ESS 3440Kw 3440.64kWh PE: FP3820k2 / SMA: SCS3450UP 
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Specifications 
 

MODEL#  EV-VC1725K EV-VC3440K 

SYSTEM INFORMATION 

Max Power 1725kW 3440kW 

Nameplate Capacity 3440.64kWh 3440.64kWh 

Compatible Inverters PE: FP2865k / SMA: SCS263OUP-XT PE: FP3820k2 / SMA: SCS3450UP 

BATTERY INFORMATION 

Battery Chemistry LFP 

Capacity 280Ah 

Configuration 384S10P 

Nominal Voltage 1228.8V 

Voltage Range 1075.2~1382.4V 

WORKING CONDITIONS 

Degree of Protection NEMA 3R/IP54 

Noise Emission <80dB@1m 

Operating Temperature Range -300C ~ 500C 

Relative Humidity 0~95% (No condensing) 

Max Working Altitude 9800ft / 3000m 

GENERAL INFORMATION 

Dimensions – WxHxD (cm) 6058x2438x2896 

Weight 36000kg 

Cooling Method Liquid cooling 

Fire Suppression System FM200 (Novec/optional) 

Auxiliary Power Supply 480VAC/3P4L, 60hZ 

Max Current of Aux. Power Supply 72A 90A 

Communication Protocol Modbus TC/IP 

Certification IEC62619, UL1973, UL9540A, UN3536 

 


